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Installation, Operation & Service Procedures
Pool and Spa/Hot Tub Heaters

Models GSPA-XT55 & CSPA-XT11
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LOCAL CODES:

vYour spa heater must be in- I HAYWARD

stalled as shown in these instal-
lation instructions as well as to
adhere to all local codes and
electric utility requirements.

WARNING:

If you do not follow these in-
structions exactly, a fire or ex-
plosion may result with property
damage, personal injury or loss
of life.

1301780201 0497



Table of Contents

Information
Warranty
Specifications & Dimensions
Water Piping
Electrical
Wiring Diagrams
Startup
Operation
Factory Pressure Switch
Above Spa Surface Installation
Below Spa Surface Installation
Maintenance & Adjustment
If Heater Does Not Heat
Parts List
Parts Drawing of Heater

R
>
(@)
m

NN OO E,WWWNON

Limited warranty summary:

We warrant your spa heater to be free fromde-
fects in materials and workmanship, and we will, within
one year from date of installation, for the original
purchaser, repair or, at our option, replace without
charge any defective part. Cost of freight, installation,
electricity and service labor at user’s expense.

If your spa heater is damaged or destroyed by
improper maintenance, excessive water hardness or
incorrect water chemistry or freezing, it is not cov-
ered under the manufacturer’s warranty. For full de-
tails of warranty agreement, see warranty certifi-
cates shipped with heater.

IMPORTANT SAFETY INSTRUCTIONS:

When using this electrical equipment, basic
safety precautions should always be followed, in-
cluding the following:

1. READ AND FOLLOW ALL INSTRUCTIONS.
2. Toreduce the risk of injury:

A. Do not ingest alcohol or drugs during or
prior to using your spa or hot tub. Ingestion
of such intoxicants may cause drowsiness
which can lead to unconsciousness, and
subsequently result in drowning.

B. The water in a spa or hot tub should never
exceed 104°F (40°C). A maximum water tem-
perature in excess of 104°F is not consid-
ered safe for all persons. Lower water tem-
peratures are recommended for extended
use (exceeding 10-15 minutes) and for
young children. Hotter water increases the
risk of hyperthermia. (See description below).

C. Pregnant women beware! Soaking in water
above 102°F (39°C) can cause fetal damage
during first three months of pregnancy
(resulting in the birth of a brain-damaged or
deformed child). Pregnant women should
adhere to the 100°F (38°C) maximum rule.

D. Before entering the spa or hot tub, users
should check the water temperature with
an accurate thermometer at several
occupant locations; spa or hot tub thermo-
stats may err in regulating water tempera-
tures by as much as =5°F (+3°C).

E.  Persons suffering from obesity with
medical history of heart disease, circulatory
problems, diabetes or blood pressure
problems should obtain their physician’s
advice before using spas or hot tubs.

F. Persons using medication should consult a
physician before using a spa or hot tub
since some medication may induce drowsi-
ness while other medication may affect
heart rate, blood pressure and circulation.

G. Ifthe spais used for therapy, it should be
done with the advice of a physician. Always
stir spa water before entering the spa to
mix in any hot surface layer of water that
might exceed healthful temperature limits
and cause injury.

H. Do not tamper with controls, because scald
canresult if safety controls are not in
proper order.

3. SAVE THESE INSTRUCTIONS.

Hyperthermia:

The causes, symptoms, and effects of hyperther-
mia may be described as follows: Hyperthermia oc-
curs when the internal pressure of the body reaches
a level several degrees above the normal body tem-
perature of 98.6°F. The symptoms of hyperthermia
include dizziness, fainting, drowsiness, lethargy, and
an increase in the internal temperature of the body.
The effects of hyperthermia include; (1) unawareness
of impending hazard, (2) failure to perceive heat, (3)
failure to recognize the need to exit spa or hot tub,
(4) fetal damage in pregnant women, and (6) uncon-
sciousness resulting in a danger of drowning.
AWARNING: The use of alcohol, drugs or medica-
tion can greatly increase the risk of fatal hyperther-
mia in spas and hot tubs.

Facts about water chemistry:

FACTORS which affect spa water and, more importantly, the efficiency and operation of your spa heater.
1. PROPER FILTRATION  2.PROPER CIRCULATION  3.DISINFECTION AND OXIDATION
4. pH CONTROL AND TOTAL ALKALINITY 5. ALGAE CONTROL

pH is the measure of the acidity or alkalinity of water. As shown on this chart, it is a critical measurement.
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We recommend using a four way test kit to obtain...

1. CORRECT pH (7.2-7.8) 2. CHLORINE RESIDUAL (1.0-5.0 PPM) 3. TOTAL ALKALINITY (80-120 PPM) 4. CALCIUM HARDNESS
ANOTE: CALCIUM HARDNESS SHOULD BE 175-350 PPM depending on spa finish.
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